Predicted High Park Fire Flood Response: Buckhorn Creek (Downstream)
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Buckhorn Creek @ BC-18, 10-year rain event
800

700 \
600 \
500 \

AN ==
2-Wear Rain Event {08 nchea) %
Junction or Orairage | Predicied Flaw ichs}) PostiPre Sed. Buking g
Caichrmrt uwa [rri®)| Pra Fia Post Fire Pash Flaw Flw g — Pro Fire
CEEEE B ra 0 T 8 ’\\ — Post Fire
BC-10 208 ] ] na ] nla 300
BiE-11 31 g B4 106 GERET T 52 a3 14m i 14900 I "\
Buckham Creak O 165 3z 45 WITE =] 24 410 780 15 350 200
BE-iz 6 i i na i nin 7 7 1 7 [ \ \
BC-13 42 3z B N b i6 13M 24m 13 ki) 100
BC-14 1684 ] 1] n'a 7 B2 W 3 2m am 1.7 [31]
BC-15 407 1 2 na 2 ul kL] 29 790 1400 18 1500
Bi-16 2] 31 B ko) " k] am 3 i) i 14 430 Y
BC-1T 5185 22 8 k-] B I am 24 2000 30 15 4200 o 1 2 3 4 5 6 7 8
Bi-16 4.6 ] ] na i3] m am 24 2000 arm 14 4100 Time (hours)




